Casing
Shoes (ft)

Schematic (7/1372010)

Openings Top'Btm/ Type/Status

240 -

313.0

Sfc Csg
TOC: Sfc

Interm
Csg TOC:

Sfe,

Prod Csg
TOC: Sfc

P

TMD:

8,456.0

8500°

Wellbore
Status:
Active Injector

NO USDW
PRESENT

Top of
Injection Zone:
B-Sand 7122°

7.376.0f, 7475.0ft, PERFORATED, OPEN
7.400.0ft, 7475.0ft, PERFORATED, OPEN

7,200.0ft, 7,585.0ft, PERFORATED, OFPEN

7.620.0f, 7,690.0f, FERFORATED,
| SOLATED

7,815.0f, 8 040.0ft, PERFORATED,
|SOLATED

Componert

FILL

Componert

JURK

Componert

BEP-DR

Componert

CEMENT

Component

CEMEMNT

Top D

Top M D (ft]

7,685.0

Top M D (ft)

77440

Top M D (ft)

7,750.0

84070

Top MD (ft)

5,486.0

Bt MD (1)

77440

Bt MD (1)

7,500

70520

[m ,

85,4860

Bt MD(ft)

5,500.0

[term

CASING JOIMNTES)

[tem

CASING JOINTIS)
GUIDE SHOE

[tem

CASING JOINTES )
GUIDE SHOE

[tem

CASING JOINT(S )
CASING JOINT(S )
CASING JOINT(S )
FLAG JOINT
CASING JOINTES )
FLOAT COLLAR
CASING JOINT(S )
FLOAT SHOE

Well:

oD (i}

20,000

QD {in)

13.375
13.375

oD (in]

9.625
9.625

0D {in}

7.000
7000
7.000
7.000
£.000
7.000
F.000
7,000

Grade

zrade

H-4.0

Grade

K-55
K-55

rade

M-&0
K-55
MN-E0
M-80
MN-80

MN-80

W (ppf]

W (ppf]

48.00
45,00

Wi (ppf)

40.00
40.00

Wt (ppf)

26.00
23.00
26.00
26.00
26.00
26.00
26.00
26.00

TopMD (ft)

14.0

ToptD ift)

14.0
312.0

TopMD (ft) BtmMD (ft)
140 3.300.0
33000  3.301.0

ToptD (ft) BtmmD (ft)
14.0 931

931 4,916 .4
4,916.4 7.080.5
7.090.5 7,109.2
71092 g,.407.0
5,407.0 §,409.0
5,409.0 84836
5,453 .6 8,486.0

342X-355 SIT/R: 355/305/24E

BtmMD (ft)

54.0

BtrmtD (ft)

312.0
313.0

CASING CEMENT DETAIL

Sfc Csg. Cmt Vol 450 cf
Hole Size: 17.5"

Casing Size: 13.375"
Top Job: No

Rins to Sfc: Yes (10 cf)
TOC: Sfc

Interm Csg. Cmt Vol: 1450 cf
Hole Size: 12.25"

Casing Size: 9.625"

Top Job: No

Rtns to Sfc: Yes (B85 cf)

TOC: Sfe

Prod. Csg. Cmt Vol 1880 cf
Hole Size: B.75"

Casing Size: 7"

Top Job: No

Rths to 3fc: Yes (250 cf)
TOC: Sfe

Liner Cmt Vol:
Hole Size:
Casing Size:
Top Job:
Rtns to Sfc:
TTOC:

Top of Injection Zone:
B-Sand 7122

Volume Behind Pipe:

1.18 Yield Assumed

Theoretical Calculations (TTOC)
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